
Case Study 1 Code level 3 

Design Team

Contractor - LHL Development Ltd

Developer - LHL Development Ltd

Architect - SammondsArchitectural

Environmental Design Consultants -

Hydrock Consultants

Engineers - SammondsArchitectural

Norbury Court ðStaffordshire

Is a development of seven three bedroom 

houses, one two bedroom house and one three 

bedroom bungalow.



Key sustainability features:

Åsolar thermal water heating

Ålow flow rate sanitary ware

rainwater recycling for garden

Åenvironmentally benign material

Åhigh levels of insulation

Årecycling bins.

Åpassive sole design

Technical Performance

External fabric - timber frame with phenolicfoam insulation ðU-value of 0.29W/m2K

Roof ðtimber frame with cut block foam insulation ðU-value of 0.20W/m2K

Floor ðConcrete beam with polystyrene infill  ðU-value 0.21W/m2K

Doors and windows ðDouble glazed,  low e windows with a U value of 1.20W/m2K

and doors average U-value of 2.0W/m2K

Air permeability ð5.63m3/@50pafor the first complete dwelling

mailto:5.63m3/@50pa


Cost and Value:

The build cost excluding land costs and fees was £950 per sq metre. This equated 

to an estimated £7,500 more per unit to meet the requirements of Code Level 3.

Private sale value of these properties was estimated to be 10% higher than for an 

existing house in the local area.

Lessons learnt:

ÅUsing a good Code for Sustainable Homes assessor and working with them from 

the start.

ÅNot all renewable energy technologies will be appropriate for all sites

ÅAchieving Code Level 3 means extra costs

ÅSupply chains for some items required to achieve Code Level 3 and above are 

sometimes still in development.


